
PerkinElmer offers a wide range of high-quality peristaltic pump tubing for all of your ICP-OES and ICP-MS applications.  
Remember to replace your tubing frequently and always keep spares on hand.

2-Stop ICP Peristaltic Pump Tubing
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i.d. 		  Standard PVC 	 Flared PVC 	 Solvent Flex 	 Viton® 	 Santoprene®	 Silicone 
(mm) 	 Stop Colors 	 (Pkg 12) 	 (Pkg 12)	 (Pkg 12)	 (Pkg 12)	 (Pkg 12)	 (Pkg 6)

0.19 		  N0695476	 N0773111

0.25 		  N0773117	 N0773112

0.38 		  N0777110	 N0777042	 N0777874

0.44 			   N0773113

0.51 		  N0777476			   N0777446

0.64 			   N0777711

0.76 		  09908587	 N0777043	 00473550	 N0773118		  00473552

1.02 					     N0777442		  N0777441

1.14 		  09908585		  09923037	 N0773115	 N0773119	 N0691595

1.30 					     N0777445 	 N0777444 	 N0777443

1.42 		  N0777521

1.52 		  09923536

1.65 					     N0777447

1.85 		  N0777518 				    N0773116

2.06 		  N0777561

2.79 				    02508080 			   09923448

3.18 		  N8122012
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		  Kit Part No

HF-Resistant Internal Standard Kit 		  N0774067

Includes:

HF Mixing T-piece 		  N0777466

Internal Standard Sample Probe 0.25 mm ID 		  N0777465

EzyFit Sample Tube 0.5 mm ID 		  N0777463

EzyFit with 1/16 inch OD x 0.50 mm ID x 700 mm long sample tube 		  N0777436

EzyFit Internal Standard Tube 0.25 mm ID 		  N0777464

Vitex® Gripper Paper

Orange-Blue Flared End PVC Tubing 0.25 mm ID – Qty. 12 		  N0773112

		

Non HF-Resistant Internal Standard Kit		  N0774068

Includes:

HF Mixing T-piece 		  N0777466

Internal Standard Sample Probe 0.25 mm ID 		  N0777465

EzyFit Sample Tube 0.5 mm ID 		  N0777463

EzyFit with 1/16 inch OD x 0.50 mm ID x 700 mm long sample tube 		  N0777436

EzyFit Internal Standard Tube 0.25 mm ID 		  N0777464

Vitex® Gripper Paper

Orange-Blue Flared End PVC Tubing 0.25 mm ID – Qty. 12 		  N0773112

Non HF-Resistant Internal Standard KitHF-Resistant Internal Standard Kit
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ESI MP2 Two-Stop ICP Peristaltic Pump Tubing

ESI MP2 Pump Tubing

i.d. 		  Calibration Slope 	 PVC 	 Santoprene 	 Solva 	 PVC	 SOLVA 
(mm) 	 Stop Colors 	 (μL/min per RPM) 	 2-stop	 2-stop	 2-stop	 2-stop	 2-stop
0.13 		  0.6	 N8145145			   N8145194	 N8145208

0.19 		  1.3	 N8145146			   N8145195	 N8145209

0.27 		  2.7	 N8145147			   N8145196	 N8145210

0.38 		  4.7	 N8145148	 N8145171		  N8145197	 N8145211

0.44 		  7.6	 N8145149			   N8145198	 N8145212

0.51 		  9.5	 N8145150			   N8145199	 N8145213

0.57 		  11	 N8145151			   N8145200	 N8145214

0.64 		  14	 N8145152			   N8145201	 N8145215

0.76 		  19	 N8145153	 N8145172	 N8145176	 N8145202	 N8145216

0.89 		  24	 N8145154		  N8145177	 N8145203	 N8145217

0.95 		  28	 N8145155		  N8145178	 N8145204	 N8145218

1.02 		  31	 N8145156		  N8145179	 N8145205	 N8145219

1.09 		  33	 N8145157		  N8145180	 N8145206	 N8145220

1.14 		  35	 N8145158		  N8145181	 N8145207

1.22 		  46	 N8145159		  N8145182

1.30 		  47	 N8145160	 N8145173	 N8145183

1.42 		  50	 N8145161		  N8145184

1.52 		  51	 N8145162	 N8145174	 N8145185

1.65 		  55	 N8145163		  N8145186

1.75 		  58	 N8145164		  N8145187

1.85 		  61	 N8145165		  N8145188

2.06 		  64	 N8145166		  N8145189

2.20 		  65	 N8145167		  N8145190

2.54 		  67	 N8145168		  N8145191

2.79 		  69	 N8145169		  N8145192

3.17		  70	 N8145170	 N8145175	 N8145193

                  Bridge Length		  72 mm	 72 mm	 72 mm	 72 mm	 72 mm

orange black

blackblack

orange red

orange blue

whiteorange

green yellow

orange orange

redwhite

red red

orange yellow

whitewhite

gray gray

red gray

white yellow

yellow yellow

yellow blue

blue blue

purple purple

blue green

purple black

purple white

green green

purple orange

black white

greenorange

white black

Non-Flared Flared*

* For easy insertion of PFA capillaries i.d. = internal diameter

Tubing for ESI MP2 Micro Peristaltic Pumps (Packs of 12)

PVC Santoprene SOLVA

Flared to 1.75 mm ID
Length 5-6 mm
Both Ends

1.6 mm OD

Non-Flared Non-Flared



Tubing for ESI MP2 Micro Peristaltic Pumps (Packs of 12)

3-Stop Peristaltic Pump Tubing

i.d. 			   Standard PVC 	 Pharmed	 Solvent Resistant 
(mm) 	 Stop Colors 	  	 Clear (Pkg 12)	 Tan (Pkg 6 )	 Yellow (Pkg 12 )

0.76			   B0506058

1.02					     B0507692

1.14			   B0193160	 *B3140730	

1.52			   B0193161

2.06			   B0199034

2.79				    *B3140721

3.18			   B0508310
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For a complete listing of our global offices, visit www.perkinelmer.com/ContactUs
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* Used for S10 and AS9X autosamplers


